
 
 

 
 

Fiche  
Technique  

Technical 
data sheet  

LSD pour JUMAR  
 

REV T   FR / GB 
Rev n° 02 
Date 18 05 2010 
PAGE 1:1 

LSD for JUMAR  
F R 

Fonction  
La longe LSD a été dimensionnée spécialement pour relier la poignée au point 
d’accrochage ombilical du harnais pour ne pas gêner l’utilisateur dans ses 
mouvements. La longe LSD est composée de deux longes. Une longe de 
sécurité de 57 cm qui relie l’utilisateur à la poignée d’ascension, une longe de 
32 cm plus courte qui permet de passer les fractionnements de corde. 
 
Utilisation 
La longe est livrée avec 3 connecteurs M15 en aluminium a fermeture ¼ de tour 
automatique 
Conforme  avec:   

 EN 354  
 
Caractéristique technique 
Longe en sangle polyamide 
Connecteur M15 en aluminium fermeture automatique ¼ tour 
 
Fonction 
The lanyard LSD has been designed especially for connecting the handle to the 
umbilical attachment point of the harness for not to obstruct the user’s 
movements. The lanyard LSD has two lanyards. A 57 cm safety line that 
connects the user to the handle of ascent , a lanyard 32 cm shorter which made 
for rope splits 
 
Use 
The lanyard comes with 3 M15 aluminum connectors with a ¼ automatic closure 
Conform:   

 EN 354  
  
Technical characteristics 
Nylon strap lanyard 
Aluminum M15 connector ¼ turn automatic closure 
 

Code : 65772 

 


