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WORK POSITIONING BELT                    TDS170
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Using fall arrest equipment is only a part of working safely at heights; get accredited height safety training from HART. For more information visit www.h-a-r-t.co.uk

CHECKUSOUT

www.checkmateuk .com
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product features

principal materials

 Polyester webbing

 Carbon steel black powder coated

 fittings

 (Stainless steel or alloy fittings available 

 upon request)

 Thermoform technology increases

 comfort and fit of the belt

 Water and UV resistant polyester 

 webbing

  Optional fixed or floating, work 

 positioning side D’s and/or rear D

 Contrast stitching

standards

 EN 358

 AS/NZS 1891

Checkmate Work Positioning Belt .

Checkmate’s Work Positioning Belt is taken from

our breakthrough range of full body harnesses

incorporating all of the cutting edge features of

their innovative design and providing safe

attachment when working at height. When

designing the Pro Body Harness (PBH) range,

Checkmate’s development team tested all

elements separately to create a modular range

of harnesses and work positioning belts. 

ordering information

Part No. Description Weight

WB-CS Waist belt with carbon steel fittings 0.7kg

WB-SS Waist belt with stainless steel fittings 0.75kg

WB-A Waist belt with alloy fittings 0.6kg

When ordering please state the number of work positioning D’s required and if they are to be fixed

or floating.


