
Electric winch
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BENEFITS & FEATURES

 ¡ Compact dimensions due to internal brake motor.

 ¡ Standard operating voltages of  
400 V/230 V, 3-ph, 50 Hz or 230 V, 1-ph, 50 Hz

 ¡ Protected to IP 54

 ¡ Insulation class F

 ¡ Adjustable slip clutch to protect the winch from over-
loading standard for RPE 10-6 and RPE 20-6.

 ¡ Spur gear transmission with helical first gear en-
sures smooth motion. Lubricated by grease and can, 
therefore, be used in any position.

 ¡ Spring pressure disc brake incorporated in the motor 
holds the load secure even in the event of a power 
failure.

 ¡ Plain rope drum standard.

 ¡ The rope is secured to the drum in a recess so that 
the rope can be wound onto the drum in several 
layers without damage.

 ¡ Direct control or 42 V low voltage control  
(incl. push-button with emergency-stop and 2 m 
control cable).

Winches series RPE are designed for performance, efficiency and safety and offer many advantages and options. RPE‘s compact, practical cube 
design and universal rope lead-offs allow individual applications in almost any position for lifting and pulling loads.  
The winches are designed to DIN 15020, classification 1 Bm/M3 and the EC machinery directives.

Every winch is factory tested with overload. The units are supplied with a test certificate showing the unit‘s serial-no. and an operating instructions 
manual which contains a manufacturer‘s declaration. 

CAPACITIES 250 - 2.000 KG

OPTIONAL FEATURES

 ¡ Different drum designs (L, XL) extended to accom-
modate longer rope.

 ¡ Machined grooved drums for better rope reeling.

 ¡ Drums with separation web and extra rope outlets 
for working with two or more ropes.

 ¡ Geared limit switches to limit rope motion in both 
directions (in combination with 42 V low voltage 
control).

 ¡ Slack rope switch to automatically stop the winch 
when rope tension eases e.g. when the load touches 
down (in combination with low voltage control).

 ¡ Frequency converter for stepless speed control.

 ¡ Adjustable slip clutch to protect the winch from 
overloading for capacities 250/500 kg.

 ¡ Special design according for theater stage  
applications available.

 ¡ Radio remote control in combination with the  
low voltage control.

 ¡ Other operating voltages.

 ¡ Motors protected to IP 55 fitted with brake with 
stainless steel parts.

 ¡ Motor brakes with manual release.

 ¡ Special coatings or zinc plated finish.

 ¡ Wire rope guide for RPE 2-13, 5-6, 5-12  
(only with single rope layer).

Rope attachment Spring pressure disc brake Brake motor

INFO

When selecting the length of the rope please bear in 
mind that a minimum of 2-3 windings have to remain 
on the drum.

The wire rope, if ordered, comes dismounted, and is to 
be mounted onto the drum by the user.

Please note, the single-phase winches generate a high-
er noise level than those with three-phase motors.
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Model Capacity 
top layer

kg

Drum size Useable rope length max.
m

1st layer 2nd layer 3rd layer 4th layer

RPE 2-13 L 250 2 16 36 57 80
RPE 5-6 L 500 2 11 25 40 58
RPE 5-12 L 500 2 11 25 40 57
RPE 9-6/10-6 L 990/1000 2 15 35 56 –
RPE 20-6 L 2000 2 20 46 74 –

RPE 2-13 XL 250 3 44 94 148 200
RPE 5-6 XL 500 3 30 65 105 140
RPE 5-12 XL 500 3 65 105 149 –
RPE 9-6/10-6 XL 990/1000 3 30 67 107 –
RPE 20-6 XL 2000 3 34 74 120 –

PLAIN DRUM (longer useable rope length)

TECHNICAL DATA RPE

Model Art.-No.
 

without 
control

Art.-No.
 

direct 
control

Art.-No.
 

low voltage 
control

Capacity

kg

Lifting speed
m/min

Rope 
diameter

mm

Motor

kW

Useable rope length
m

Weight without rope
kg

1st 
layer

top 
layer

Stan-
dard L XL1st  

layer
top  

layer

RPE 2-13 N06500004 N06500112 N06500140 250 10.2 13.2 4 0.55 11.1 54 33 40 48
RPE 5-6 N06500005 N06500118 N06500146 500 4.6 6.6 6 0.55 7.4 38 34 41 49
RPE 5-12 L N06500007 N06500124 N06500152 500 8.7 12.6 6 1.1 11.3 57 – 47 54
RPE 9-6 N06500013 N06500128 N06500156 990 5.1 6.5 8 1.1 10.1 37 78 88 104
RPE 10-6 ¹ N06500008 N06500134 N06500162 1000 5.1 6.5 8 1.1 10.1 37 79 89 105
RPE 20-6 ¹ N06500269 N06500275 N06500274 2000 5.2 7.6 12 2.2 13.2 49 185 213 235

¹ With slip clutch   Motor rating ED 40 % 

Model Capacity 
top layer

kg

Drum size Useable rope length
m

1st layer max.

RPE 2-13 R 250 1 8.8 43
RPE 5-6 R 500 1 6.2 33
RPE 9-6/10-6 R 990/1000 1 8.2 30
RPE 20-6 R 2000 1 12.0 44

RPE 2-13 LR 250 2 13.3 64
RPE 5-6 LR 500 2 9.5 49
RPE 5-12 LR 500 2 9.5 49
RPE 9-6/10-6 LR 990/1000 2 12.9 47
RPE 20-6 LR 2000 2 16.8 61

RPE 2-13 XLR 250 3 35.3 165
RPE 5-6 XLR 500 3 25.7 128
RPE 5-12 XLR 500 3 25.7 128
RPE 9-6/10-6 XLR 990/1000 3 25.2 89
RPE 20-6 XLR 2000 3 27.9 99

GROOVED DRUM (recommended for single layer operation)

INFO

Yale hoists and trolleys are not designed for 
passenger elevation applications and must not 
be used for this purpose.

INFO

Also available as zinc-plated version 
on request!

Single-phase A.C. motor Geared limit switches Gearbox with slip clutch Different drum designs

The image shows the 
winch RPE 20-6 with the 
grooved drum (optional) 
and with the pendant 
for direct control.
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France
COLUMBUS McKINNON France SARL*
Zone Industrielle des Forges 
33 Rue Albert et Paul Thouvenin 
18108 Vierzon Cedex 
Phone: 00 33 (0) 248/71 85 70 
Web Site: www.cmco-france.com 
E-mail: sales.fr@cmco.eu 

Duff-Norton Europe***
45 Route Nationale 
02310 Romeny Sur Marne 
Phone: 00 33 (0) 323 70 70 00 
Web Site: www.duffnorton.fr 
E-mail: duff-france@duffnorton.fr 

Great Britain
COLUMBUS McKINNON Corporation Ltd.**
Knutsford Way, Sealand Industrial Estate 
Chester CH1 4NZ 
Phone: 00 44 (0) 1244 375375 
Web Site: www.cmco.eu 
E-mail: sales.uk@cmco.eu 

Northern Ireland & Republic of Ireland
COLUMBUS McKINNON Corporation Ltd.
1A Ferguson Centre 
57-59 Manse Road  
Newtownabbey BT36 6RW
Northern Ireland 
Phone: 00 44 (0) 2890 840697 
Web Site: www.cmco.eu 
E-mail: sales.ni@cmco.eu 

COLUMBUS McKINNON Ireland Ltd.
Unit 4, South Court 
Wexford Road Business Park 
Co. Carlow 
Phone: 00 353 (0) 59 918 6605 
Web Site: www.cmco.eu 
E-Mail: info.irl@cmco.eu 

Spain & Portugal
COLUMBUS McKINNON Ibérica S.L.U.
Ctra. de la Esclusa, 21 acc. A 
41011 Sevilla 
Phone: 00 34 954 29 89 40 
Web Site: www.cmiberica.com 
E-mail: informacion@cmco.eu 

Poland
COLUMBUS McKINNON Polska Sp.z o.o.
ul. Owsiana 14 
62-064 PLEWISKA 
Phone: 00 48 (0) 61 6 56 66 22 
Web Site: www.cmco-polska.pl 
E-Mail: kontakt@columbus-mckinnon.pl 

Germany
COLUMBUS McKINNON 
Industrial Products GmbH*
Yale-Allee 30 
42329 Wuppertal 
Phone: 00 49 (0) 202/69359-0 
Web Site: www.cmco.eu 
Web Site: www.yale.de 
E-mail: info.wuppertal@cmco.eu 

COLUMBUS McKINNON 
Engineered Products GmbH*
Am Silberpark 2-8 
86438 Kissing 
Phone: 00 49 (0) 8233 2121-777 
Web Site: www.cmco.eu 
Web Site: www.pfaff-silberblau.com 
E-Mail: sales.kissing@cmco.eu 

Pfaff Verkehrstechnik GmbH*
Am Silberpark 2-8 
86438 Kissing 
Phone: 00 49 (0) 8233 2121-4500 
Web Site: www.pfaff-silberblau.com 
E-Mail: verkehrstechnik@pfaff-silberblau.com 

Austria
COLUMBUS McKINNON 
Hebetechnik GmbH*
Gewerbepark, Wiener Straße 132a 
2511 Pfaffstätten 
Phone: 00 43 (0) 22 52/22 133-0 
Web Site: www.cmco-hebetechnik.at 
E-mail: zentrale@cmco.at 

Switzerland
COLUMBUS McKINNON Switzerland AG
Dällikerstraße 25 
8107 Buchs ZH 
Phone: 00 41 (0) 44 8 51 55 77 
Web Site: www.cmco.ch 
E-mail: info.buchs@cmco.eu 

Italy
COLUMBUS McKINNON Italia S.r.l.
Via 11 Settembre 26 
20023 Cerro Maggiore (MI) 
Phone: 00 39 (0) 331/57 63 29 
Web Site: www.cmco-italia.it 
E-mail: vendite@cmco.eu 

Netherlands
COLUMBUS McKINNON Benelux B.V.
Flight Forum 128 a 
5657 DD Eindhoven 
Phone: 00 31 (0) 40/3 03 26 81 
Web Site: www.cmco.eu 
E-mail: sales.nl@cmco.eu 

Hungary
COLUMBUS McKINNON Hungary Kft.*
Vásárhelyi út 5. VI ép 
8000 Székesfehérvár 
Phone: 00 36 (22) 880-540 
Web Site: www.cmco.hu 
E-mail: sales.hungary@cmco.eu 

United Arab Emirates
COLUMBUS McKINNON Member
STAHL  CraneSystems FZE
Warehouse RA 08/SC 08 
P.O. Box 261271 
Jebel Ali Free Zone 
Dubai, U. A. E. 
Phone: 00 971 4 8053 700 
Web Site Stahl: www.stahlcranes.com 
E-mail Stahl: infouae@stahlcranes.com 
Web Site CMCO: www.cmco.eu 
E-mail CMCO: sales.uae@cmco.eu 

South Africa
CMCO Material Handling (Pty) Ltd.*
P.O. Box 15557 
Westmead, 3608 
Phone: 00 27 (0) 31/700 43 88 
Web Site: www.cmcosa.co.za 
E-mail: sales@cmcosa.co.za 

Yale Engineering Products (Pty) Ltd.
P.O. Box 4431 
Honeydew, 2040 
Phone: 00 27 (0) 11/794 29 10 
Web Site: www.yalejhb.co.za 
E-mail: info@yalejhb.co.za 

Yale Lifting Solutions (Pty) Ltd.*
P.O. Box 592 
Magaliesburg, 1791 
Phone: 00 27 (0) 14/577 26 07 
Web Site: www.yale.co.za 
E-mail: sales@yalelift.co.za 

Yale Lifting Solutions 
Industrial Division (Pty) Ltd
P.O.Box 19342 
Pretoria West, 0117 
Phone: 00 27 (0) 12/327 06 96 
Web Site: www.pfaffhoist.co.za 
E-mail: sales@pfaffhoist.co.za 

Russia
COLUMBUS McKINNON Russia LLC
ul. Marshala Govorova 35A 
Business Center "Propaganda" 
198095 St. Petersburg 
Phone: 007 (812) 322 68 38 
Web Site: www.cmco.ru 
E-mail: info@cmco.ru 


